ResMed AirCurve 10 VPAP ASV 37215, 37216
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Therapy

Parameter _ Description Mode Range
ASV__ASVAuto _CPAP
EPAP Sets the pressure to be delivered oy 4-15mH0
the patient when the device is 02 cm K0 increments
cycled into expiration.
MinEPAP  Sets the minimum EPAP (minimum v 4-15emHO
expiratory pressure) delivered by
the device.
MaxEPAP  Sets the maximum EPAP delivered v 4-15mH0
by the device.
Dependent on Min EPAP.
MinPS Sets the minimum pressure support v v 0-6cm 0
delivered by the device
MaxPS Sets the maximum pressure support v 5-20cmH0
delivered by the device.
Dependent on EPAP in ASV.
SetPressure  Sets the fixed treatment pressure. v 420emH0,02emH0
increments
Mask Select the type of mask used by the v v Full Face /Nasal / Pillows
patient. Refer to Mask Device:
Compatibiity List on
‘www resmed.com.
Comfort
Parameter _ Description Mode Range
ASV__ ASVAuto CPAP
RampTime Set the ramp time. v v v Off/5-45mins
Start Pressure  Set the pressure at the start of v 4-Setpressue, 02cmH0
ramp, upto treatment pressure. increments
StartEPAP  Set the pressure at the startof v v 4-EPAP, 02 cm H,0 increments
ramp, up to minimum treatment
pressire.
Start Pressure  Set the pressure at the start of v 4-Setpressue, 02cmH0

ramp, up to treatment pressure. increments
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Climate Crl ~ Available when humidifierisused v v v Manal/Auto
‘and ClimatelineAir heated air
tubing is connected.

Tube Temp. et the minimum temperature of ity v v Of/60-86F (16-30°C).
delivered by heated ai tubing such 1° increments
as ClimatelineAir

Humidity Level - Set the humidity level v v v of/18

Accessories

Parameter _Description Range

Tube Select the type of air tubing used by the patient. ClimateLineAir air tubing ~ Slimine / Standard
is automatically detected when connected to the device.

ABfilter  Select Yes if you attach an antibacterialfilter No/Yes

Ext Select Yes if you connect an extemal humidifier No/Yes

humidifier

View Displayed at alltimes when an oximeter is connected. 0300 hrs

oximeter 0-100% Sp0:

Options

Parameter _Description Range

Essentials  Set the level of access available to the patient On/Plus

LeakAlert  Enable/ disable the Leak Alert feature. When enabled. leaks >40 L/min  0ff/ On
(07 U/s)for >20 sec result n an audible alert and a high leak message is
displayed.

SmartStart™  Enable / disable the SmartStart feature. If you enable the SmartStart  0ff / On
feature, the device will tart automatically when the patient breathes into
the mask and then stop automatically when the patient removes the

mask.

Reminders

Mask Seta recurring reminder to the patient to replace the mask. 0tf/ 1-24 mths, 1 month
increments

Watertub  Seta recuring reminder to the patient to replace the water tub. 0tf/1-24 mths, 1 month
increments

Tube Seta recurring reminder o the patient to replace the air tubing. 0tf/ 1-24 mths, 1 month
increments

Filter Set a recurring reminder to the patient to replace the air fiter 0tf/ 1-24 mths, 1 month

increments.
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